
IP-2PH-EA

2MP Covert Pinhole 
Network Camera-Main Box

EmPower Pinhole Series

H.265&H.264 triple-stream encoding

Support Smart H.265+/H.264+

50/60fps@1080P(1920×1080)

Day/Night(Electronic), WDR, 3DNR, AWB, AGC, BLC

Smart detection

Micro SD memory, PoE

Multiple Lens type optional

Require a Lens Unit to work together

Features

System Overview

Unisight covert camera used modular design, this product provides an independent main unit, 

with multiple lens types for customers to choose separately. It can be easily installed into any 

indoor environments, which makes this camera ideal for the ATMs(Automatic Teller Machines), 

banks, stores, hotels and offices.

Functions

Intelligent Video System (IVS)

The camera has a built-in video analysis based on intelligent algorithms and can achieve the following: Tripwire, Intrusion, Abandoned/Missing can timely, 

quickly and accurately respond to monitoring events in specific area. It enhances monitoring efficiency. At the same time, the camera can support face 

detection, it can quickly capture a face and upload the image to the server. In addition the camera also supports intelligent tamper detection, through 

dramatic changes in the scene it will send out warning information to ensure effective monitoring.

Protection

Supporting ±30% input voltage tolerance, this camera suits even the most unstable conditions for outdoor applications. Its 6KV lightning rating provides 

effective protection for both the camera and its structure against lightning.

HEVC (H.265)

H.265 ITU-T VCEG is a new video coding standard. H.265 Following standard developed around the existing video coding standard H.264, some retain the 

original technology, while some of the relevant technology to improve the new technology uses advanced technology to improve the relationship between the 

code stream, encoding quality, and the delay between algorithm complexity, optimize settingsspecific contents include: Improve compression efficiency, 

improve the robustness and error recovery capabilities, real-time to reduce the delay, reduce channel acquisition time and a random access delay, reduce 

complexity, etc.

Smart H.265+

Deliver high quality video without straining the network, Smart H.265+ is the optimized implementation of H.265. The Smart H.265+ encoding technology 

includes a scene adaptive encoding strategy, dynamic GOP, dynamic ROI, flexible multi-frame reference structure and intelligent noise reduction, providing 

saving of up to 70% of bandwidth and storage when compared with standard H.265.

H.265
Temperature

2Mp

Wide Dynamic Range (WDR)

Embeded with industry leading wide dynamic range (WDR) technology, vivid picutures are achieved even in the most intense contrast lighting conditions. For 

applications with both bright and low lighting conditions that change quickly, True WDR (120dB) optimizes both the bright and dark areas of a scene at the 

same time to provide usable video.

Dimensions(mm/inch)
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