
IP-4EB-F28-PA

4MP IR Eyeball Network Camera

1/3” 4Megapixel progressive scan CMOS

H.265&H.264 triple-stream encoding

25/30fps@4M(2688×1520)

Smart Detection supported

WDR(120dB), Day/Night(ICR), 3DNR, 

AWB, AGC, BLC

Multiple network monitoring: Web 

viewer, Unisight VMS

2.8mm fixed lens

Built-in Mic

Max. IR LEDs Length 50m

Micro SD memory, IP67, PoE

Features

System Overview

With upgraded H.265 encoding technology, Eco-savvy series brings high efficient video compression 

capability. It can save bandwidth and storage. Meanwhile, the series features starlight, smart IR 

technology and intelligent image analysis techniques. This series supports reminder function, 

meanwhile fully protected from dust and water, certified to IP67 and vandal resistant to IK10 standard.

Dimensions(mm/inch)

Functions

Wide Dynamic Range

The camera achieves vivid images, even in the most intense contrast lighting conditions, using industry-leading wide dynamic range(WDR) technology. For 

applications with both bright and low lighting conditions that change quickly, true WDR (120 dB) optimizes both the bright and dark areas of a scene at the 

same time to provide usable video.

Protection(IP67, wide voltage)

Supporting ±30% input voltage tolerance, this camera suits even the most unstable conditions for outdoor applications. Its 4KV lightning rating provides 

protection against the camera and its structure from the effects of lightning.

Intelligent Video System (IVS)

IVS is a built-in video analytic algorithm that delivers intelligent functions to monitor a scene for Tripwire violations, intrusion detection, and abandoned or 

missing objects. A camera with IVS quickly and accurately responds to monitoring events in a specific area. In addition to scene analytics, the camera supports 

face detection to quickly capture a face and upload the image to a server. The camera also offers tamper detection by recognizing a dramatic scene change 

and generating a warning message to inspect the camera.

Smart H.265+

Smart H.265+ is the optimized implementation of the H.265 codec that uses a scene-adaptive encoding strategy, dynamic GOP, dynamic ROI, flexible multi-

frame reference structure and intelligent noise reduction to deliver high-quality video without straining the network. Smart H.265+ technology reduces bit rate 

and storage requirements by up to 70% when compared to standard H.265 video compression.

HEVC (H.265)

H.265 ITU-T VCEG is a new video coding standard. H.265 Following standard developed around the existing video coding standard H.264, some retain the 

original technology, while some of the relevant technology to improve the new technology uses advanced technology to improve the relationship between the 

code stream, encoding quality, and the delay between algorithm complexity, optimize settings specific contents include: Improve compression efficiency, 

improve the robustness and error recovery capabilities, real-time to reduce the delay, reduce channel acquisition time and a random access delay, reduce 

complexity, etc.

EmPower Series

Environmental

With a temperature range of -40 °C to +60 °C (-40 °F to +140 °F), the camera is designed for extreme temperature environments. Subjected and certified to 

rigorous dust and water immersion tests, the IP67 rating makes it suitable for demanding outdoor applications. For environments with rain, sleet, snow and fog, 

an integrated wiper provides users with clear visibility at all times.
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Accessories (optional)

PFA130-E

Junction Box

PFA152-E

Pole Mount

PFB204W+PFA152-E

Pole Mount

IP-4EB-F28-PA

PFB204W

Wall Mount

PFA130-E

Junction Mount

PFB204W

Wall Mount
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